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論文集執筆用フォーマット
火災　太郎*1，学会　花子*2
A Sample Manuscript for Bulletin of JAFSE
Taro KASAI*1, Hanako GAKAI*2
*1 Graduate School of Fire Science, Kasai University,
1-2-3 Kasai, Chiyoda-ku, Tokyo 123-4567 Japan

*2 GAKAI Corporation, 23 Kasaigaoka, Tsukuba-shi, Ibaraki, 300-0000, Japan

Abstract
The topic areas for the bulletin of JAFSE include Ignition, Flame Spread, Compartment Fire Dynamics, Fire Chemistry and Toxic Hazards, Flame Retardants and Advanced Materials, Structural Fire Performance, Smoke Control and Detection, Suppression, Forest (wildland) fires, Explosions and Industrial Fires, Fire Risk Analysis and Statistics, Evacuation and Human Behavior, Fire Safety and Sustainable Design and so on.
……
……
……
We hope many interesting papers would be submitted.
1.　はじめに
火災科学の研究は，火災安全を進め安心安全な社会を構築するために大変重要である1)-3)．本稿では，日本火災学会論文集に投稿するための原稿作成のサンプルを提示する4, 5)．
・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・
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・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

*1火災大学　火災科学研究科
（〒123-4567　東京都千代田区火災1-2-3）
*2学会株式会社

（〒300-0000　茨城県つくば市火災が丘23）
・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

２．火災科学に関する実験
2.1 実験方法
実験では，火災の成長挙動を火炎球の半径の時間変化を測定することで解析した．測定結果を，Fig. 1 に示す・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・
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Flammable

Material

Mass, kg Volume, m3

Conc.,

vol%

Propagation

mode

K-1 KHK (2003) Pentlite 0.1776 - - Detonation

K-2 KHK (2003) DME/Air - 7.74 6.54 Detonation

K-3 KHK (2003) DME/Air - 81 6.54 Deflagration

K-4 KHK (2003) LPG/Air - 81 4.02 Deflagration

N-1 NEDO (2002) Hydrogen/Air - 5.2 30 Deflagration

N-2 NEDO (2002) Hydrogen/Air - 5.2 57 Deflagration

N-3 NEDO (2002) City Gas/Air - 5.2 9.5 Deflagration

A-1 AIST (1997) Black Powder 400 - - Deflagration

A-2 AIST (2008) Hydrogen/Air - 9.4 30.2 Deflagration

A-3 AIST (2008) Hydrogen/Air - 75 30.55 Deflagration


Fig. 1 Relation between time and flame radius.
・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

2.2 実験結果と考察
得られた実験結果の詳細な数値の一例についてTable 1に記す．・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・
Table 1 Large scale experiments.

・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

３．理論解析
3.1 火災科学理論と解析方法
　火災科学現象は，・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

４．まとめ
　本研究では，・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・

・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・
さらに火災科学的解明のために努力を続けていきたいと考えている．

参考文献
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2) 塩見弘：信頼性工学入門，pp. 65-66，丸善出版，1972.
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